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The Central Supervisory Alarm Panel is designed to monitor the
required number of field sensors from remote ammonia leak detec-
tors. If a remote detector detects a concentration of ammonia
exceeding the pre-set level (adjustable from 25 ppm to 800 ppm
concentration of NH3), it will close a dry contact which sends an

alarm signal to the Central Supervisory Alarm Panel. The remote

units can be wired to send an audible alarm signal to the Central
Panel at both the Oearly warning® and Oemergency alarmO stages of
ammonia concentration.

Figure A depicts the Central Panel under normal conditions. All
silence/normal switches are in the OnormalO position, all LED indica-
tors are off, and the audible alarm is silent.

Wiring Option for Audible Alarm at Early Warning Stage:

Figure B: In this example, user has exercised option of wiring sen-
sor number 2 to activate audible alarm at the Oearly warningO stage
(25 ppm concentration of NH3). lllustration shows number 2 early
warning LED indicator illuminated and the audible alarm sounding.

Figure C: The operator at the Central Panel can silence the early
warning audible alarm by moving the early warning common alarm
switch to the OsilenceO position. Number 2 early warning LED will
remain illuminated until the early warning alarm condition clears.

Wiring Option for Audible Alarm at Emergency Stage:

Figure D: In this example, user has exercised option of wiring remote
detector number 3 to activate audible alarm at the OemergencyO
stage. Early warning LED indicator will be illuminated at 25ppm con-
centration of NHz When concentration reaches emergency trip point
(adjustable from 30 ppm to 800 ppm), emergency LED will be illumi-
nated and audible alarm will be activatedNas shown in illustration.

Figure E: As the ammonia leak emergency is being corrected at
remote detector number 3, the operator at the Central Panel can
silence the audible alarm by placing switch number 3 in the OsilenceO
position. The LED indicators will remain illuminated until the alarm
condition clears.

Figure F: When the alarm condition clears at remote detector num-
ber 3, the LED indicators will turn off. The audible alarm will be acti-
vated and will stay on until the number 3 silence/normal switch is
returned to the OnormalO position.

NOTE: If the alarm condition at number 3 remote detector has not
cleared and its silence/normal switch is in the OsilenceO position, this
will not affect the detection and signaling of emergency alarm condi-
tions that may occur at other remote units.
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Specifications
10-detector panel:

Size: 14"H x 12"W x 6"D.
Weight: Approx. 12 Ibs.
Power input: 115 VAC, 60 Hz, low

voltage wiring 14 VAC between detec-

tors and control panel. Other power
supply options available.
Sensitivity: as determined by trip
point settings at remote detectors,
adjustable from 25 ppm to 800 ppm
concentration of NHz. Early warning

alarm trip point at remote detectors is

set at 25 ppm (not adjustable).

FIGURE E

FIGURE F

Warranty

12 months warranty on
workmanship from point
of sale.

Cool Air reserves the
right to make changes
in the design of this unit
without notification.

Dimensions given here
are approximate and
should not be used for
construction planning.
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